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To keep footwear in usable conditions it is recommended to maintain 
it always clean and polished. If wet, shoes should be dried at room 
temperature. Never heat at stove. 

 

Bata Industrials guarantees quality and durability of their products 
against any manufacturing defects. It is recommended to use a 
product suitable for your production activity or service. Quality+ 
applies to all Bata Industrials Footwear.  

 

MAINTENANCE 

DESCRIPTION DETAIL 

SECTORS 

ARTICLE 

SIZE RANGE 

CONTR. TECH. 

FEATURES 

DESCRIPTION 

WARRANTY 

Yellow 

Direct Injected 

PVC - Yellow 

- 

Steel-Pen.Resistance 1100N 

- 

Steel - Impact Resistance 200J 

PVC - Black 

PVC - Black 

1 Width W 

CE EN ISO 20345:2004/A1:2007 

S5 A/E/SRC 

 

 Gumboots are suited for very wet environments. Gumboots are also 
known as Wellington boots and rain boots. These work boots made 
by Bata Industrials are always water resistant. For gumboots it’s very 
important that they have anti slip features. Wet environments are 
often slippery, so anti slip protection is a must have. In some 
occasions gumboots are also used in highly disinfected 
environments, such as kitchens and butcheries. 

GUMBOOT (YELLOW) S5 

890-8001 

UK 4 -12 

Direct Injected 


